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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

+ Date of Expiry / File No.
: Ablaufdatum / Aktenzeichen

26.02.2019 Rie A-1/2 M/&((%/

DG-4502CT0460

Registration Number
Registriernummer

products of gas supply
Produkte der Gasversorgung

VOSS Fluid GmbH
Liudenscheider Strate 52-54, D-51688 Wipperfirth

VVOSS Fluid GmbH
Liudenscheider Strafte 52-54, D-51688 Wipperfirth

pipe equipment and fittings: separable unthreaded pipe connection for
metal pipes (4502)

separable unthreaded pipe connection for metal pipes according to DIN
EN 10305-1

VOSSLok40

type testing: B 18/07/2744 from 17.07.2018 (DBI)

DIN 3387-1 (01.11.2008)- partially (see remarks)

17.07.2021 / 17-0018-GNE

DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certifi
Datum, Bearbeiter, Blatt, Leiter der Zertiffzierungsstelle

DVGW CERT GmbH is an accredited body by DAkkS according to DIN EN Deutsche
ISO/IEC 17065:2013 for certification of products for energy and water supply

industry.

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013

jon Body

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49 228 9188 - 888
Fax +49228 9188 -993

www.dvgw-cert.com
info@dvgw-cert.com

( DAKKS

Akkreditierungsstelle
D-ZE-16028-01-05

akkreditierte Stelle fir die Zertifizierung von Produkten der Energie- und

Wasserversorgung.
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A-2/2 DG-4502CT0460

Gas Category Remarks

Gasart Bemerkungen

fuel gases according to G260

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
VOSSLok40 OD06 diameter of the pipe: 6 mm

VOSSLok40 OD08 diameter of the pipe: 8 mm

VOSSLok40 OD10 diameter of the pipe: 10 mm

VOSSLok40 OD12 diameter of the pipe: 12 mm

VOSSLok40 OD14 diameter of the pipe: 14 mm

VOSSLok40 OD15 diameter of the pipe: 15 mm

VOSSLok40 OD16 diameter of the pipe: 16 mm

VOSSLok40 OD18 diameter of the pipe: 18 mm

VOSSLok40 OD20 diameter of the pipe: 20 mm

VOSSLok40 OD22 diameter of the pipe: 22 mm

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

type variants: straight stud coupling (SDS) form A and form E, straight stud coupling (SDS) with conical male thread NPT
angle stud coupling (SDE) with conical male thread NPT, straight connection (S), angle connection (E), T-connection (T),
straight reducing screw connection (SWS), straight reducing screw connection (SWS), T-form reducing screw connection
(SWE), straight bulkhead screw connection (BHSLN), straight female screw connection (S)

ambient temperature range: -20...+60 °C

maximum operation pressure MOP: 250 bar respectively 100 bar (male stud couplings with conical male thread NPT)
The certification was carried out partially according to DIN 3387-1, because the pipe end must be bulged before the
connector can be use.




